
 

2"U"= _____mm
2.

Length In MM

"U" Dimension

Plastic Industry Thermocouples
European Fixed Adjustable Bayonet 

Bayonet Cap Option
A
B

M12 Bayonet Cap
M14 Bayonet Cap

3.

Termination Type
A
B

3 1/2" Split Leads & 1/2" Bare Ends.

Standard Male Plug

5.

Calibration
J
K

6.
 (+) Iron Vs. (-) Constantan
(+) Ni.-Chromium Vs. (-) Ni.-AluminumC

D
M16 Bayonet Cap

Double Pin Bayonet Cap

5

C
D

3 1/2" Split Leads & Pin Connectors

Standard Female Jack

Probe Tip Diameter
A
B

1.
3mm Outside Diameter

Junction Styles

G

7.

 Dual
Single

 Grounded  Ungrounded
U

D Y

190mm
B Dimension

90mm

European Stainless Steel Braid  
( 22 AWG Stranded )Metric Double Slotted Bayonet Cap 

U

3mm or 4mm O.D
Flat
Tip

Metric Double Pin Bayonet Cap 

40"B"= _____"
4.

Length In Inches

"B" Dimension
8

4mm Outside Diameter

Mini Male PlugE
F Mini Female Jack

5.

Model:

Steps To Follow:

H3
4.3.1. 6.

Maximum operating temperature: 900F or 500CModel Code: H3

2. 7.

"B"= _____
Length In Meters

3M
OR

Spring Outside Diameter: 8mm O.D.
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